
Instruction

  Instruction

  Functions
1. Remote control (WiFi version Only)
2. Breathing lamp
3. Touch key
4. Lock key function
5. Automatic mode 

6. Hold mode
7. Holiday mode
8. Antifreeze protection function
9. Weekly Program
10. Parameter saving function

  Technical parameters
1. Power consumption: <1W
2. Input voltage: 85-265 VAC 50/60Hz
3. Maximum output current: 16A (Resistive load) 

4. IP level: IP21

    Step 3: Install the back cover of the thermostat into the terminal box with the set screws.
    Step 4: Fasten the front cover of the thermostat from the top as shown,then press hard on the bottom two 
corners until the front and rear parts are fastened as before.

Step 3 Step 4

  Wiring instructions
    L/N: Plugged into power supply.
    L1/N1: Connected to heating device.
    SENSOR: Connected to external sensor.
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This Electric floor heating thermostat can be independently controlled and remote-controlled(WIFI 
Version Only). The WIFI version allows you to control the thermostat anywhere in the world 
through the APP.



Note: when a fault alarm occurs, please contact professional technical personnel to solve.
E1: Built-in probe failure.
E2: External probe failure.

DAY

HOME

OFFICE

EVENT 1 EVENT 2 EVENT 3 EVENT 4

Sat-Sun WORK
07:00  15°C

OFF
18:00  15°C

Mon-Fri WORK
07:00  20°C

OFF
18:00  15°C

Sat-Sun
WAKE
06:00  20°C

LEAVE
08:30  20°C

BACK
17:00  20°C

SLEEP
23:00  15°C

Mon-Fri
WAKE
06:00  20°C

LEAVE
08:30  15°C

BACK
17:00  20°C

SLEEP
23:00  15°C

4. Advanced settings
    In addition to the above common functions, the thermostat also provides a number of settings for more 
occasions. It should be noted that such settings need to be set by professional technicians to avoid damage 
caused by abnormal settings.
Setup steps:
    T
    Tap confirm key to enter Settings.
    T
    Tap confirm key to enter the parameter setting.

NAME DEFAULT PARAMETER SETTING RANGE

Select Sensor Floor Floor / Room / Floor+Room

Sensor Type 0-10 0-10 / 1-10 / 2-12

Calibration-Floor 0°C -5°C -- 5°C

Calibration-Room 0°C -5°C -- 5°C

Floor.Limit 35°C 20°C -- 50°C

Schedule 5-1-1 5-1-1 / 7

Adaptive NO NO / YES

Anti-freeze NO NO / YES

Location Home Home / Office

°F/°C °C °F / °C

Reset NO NO / YES

Setting instructions
A.Select Sensor
    Select the temperature of the controlled room or floor.
    Room          : Control the room temperature.
    Floor           : Control the floor temperature.
    Floor+Room: Monitor the Floor temperature while controlling the room temperature. If the Floor tempera-
ture exceeds Floor.Limit, then stop heating.

B. Sensor Type
    This thermostat is compatible with three types of floor sensors. When the installed floor sensor is one of 
the three, there is no need to replace the floor sensor. Select the floor sensor of the corresponding model 
here, and the thermostat can be used normally.

Parameters as following

Temperature

00.0°C

C. Temperature calibration
    Correct the thermostat display temperature to the same as the actual temperature.

D. Floor.Limit
    When the sensor chooses Floor+Room, the thermostat controls the Room temperature while monitoring 
the Floor temperature to ensure that the Floor temperature does not exceed Floor.Limit to protect the Floor.

E. Schedule
    5-1-1: Phase parameters from Monday to Friday can be set at the same time, and phase parameters from 
Saturday and Sunday can be set separately.
    7: The phase parameters can be set differently from Monday to Sunday.

F. Adaptive function
    After this function is enabled in Automatic mode,the thermostat will work in advance so that when the start 
time of each stage arrives, the detected temperature will be close to the set temperature.

G. Anti-freeze protection
    After turning on this function, the thermostat will maintain the temperature at about 5℃ in the shutdown 
state to prphase the temperature from getting too low.

H. Location
    This thermostat provides two typical application scenarios: Office and Home.
    In the Office scenario, the thermostat in automatic mode divides the day into two phases: 
    the working phase with a comfortable temperature and the non-working phase with a lower set
    temperature. In the Home scenario, the thermostat in automatic mode divides the day into four phases: 

 Fault alarm

Setup steps:
    T
    Tap confirm key to enter the weekday setting.
    T y.
    Tap confirm key to enter the Event selection of a day.
    T y.
    Tap confirm key to enter the hour setting.
    T
    Tap confirm key to enter the minute setting.
    T
    Tap confirm key to enter the temperature setting of the current event .
    T
    Tap confirm key.
    Repeat the steps above to continue setting the parameters or tap the back key to go back.

Weekly program default parameters

waking up, coming home with a comfortable temperature, leaving home and sleeping with a 
lower temperature.

I. °F/°C
    This thermostat supports switching between Fahrenheit and Celsius.

J. Reset
    Reset all thermostat parameters.
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